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for die casting machines

alignment
    telescope

An Introduction
This equipment has been specificaly designed to meet the needs of the diecasting industry. 
By allowing easy and acurate alignment of the shot cylinder and platen.

The equipment consists of:-

1.   Focusable telescope which locates in the shot end. 
      Makeup pieces may be required when fitting onto a range of machines.

2.   A target tube which locates into the platen, again a number of tubes
      may be required depending upon machine sizes.
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The telescope has a movable objective lens
which allows focussing at distances from
300mm to 2000mm.

The focusable telescope has a cross hair
graticule postioned to be readable from the
eyepiece. The cross hair is positioned central
to the 25.00mm location diameter to within
0.05mm radius.

Their are two eyepieces supplied with the
telescope... 4mm and 6mm. The 4mm will
provide greater mag which may be of benefit
on the larger gap machine.
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FOCUSABLE TELESCOPE

ALIGNMENT TELESCOPE

CROSS LINE (HAIR) RETICLES

Eyepiece grat simple
cross hair

LOCATION dia  25mm

FOCUSING RING
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6VDC BULB

300mm between grats

REAR GRAT

HARD CHROME
GROUND BARREL

FRONT GRAT

There is a graticule situated at each end of the
chrome alignment tube. Each graticule has been
aligned accurately to the outer diameter of of the
tube to within 0.05mm. 

The graticule itself is calibrated to read up to
5.00mm in 0.50mm increments of diameter with
a cross-hair through the centre.
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TARGET GRATICULE

ALIGNMENT TELESCOPE
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5.00mm dia.

0.50mm dia

TARGET TUBE

DIA TO SUIT  PLATEN 




